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ü Providing environmental safety,

ü Industrial construction,

ü Industrial safety expertise.

ü 7 doctors of sciences,

ü Up to 200 professional employees,

ü Own scientific and industrial equipment,

ü Own scientific labs,

ü Headquarter in Saint-Petersburg (Russia).

SCIENTIFIC AND TECHNICAL BASE:

ü άMahrukatέ(Syria);ά.ŜƛƧƛƴƎDŀǎέΣά{ƛƴƻǇŜŎέ
(China); ά5ǊŀƎƻƴhƛƭέ(UAE); ά/ƘŜǾǊƻƴ
tŀŎƛŦƛŎέΣά/ƻƴƻŎƻtƘƛƭƭƛǇǎέ(Indonesia);ά{ŀǳŘƛ
!ǊŀƳŎƻέ(Saudi Arabia); ά{ƘŜƭƭPetroleum
Development/ƻƳǇŀƴȅέ(Nigeria);

ü ά[ǳƪƻƛƭέOil Company, άTransneftέΣ
ά5ƛŀƳƻƴŘǎof Russiaς{ŀƪƘŀέΣά¢bY-.tέΣ
άaƻǎŎƻǿOil wŜŦƛƴŜǊȅέΣάRosneftέΣROS
ά¦ƴƛǘŜŘPowerSystemsof wǳǎǎƛŀέΣάwǳǎǎƛŀƴ
wŀƛƭǿŀȅǎέ

OUR CUSTOMERS:

MAIN ACTIVITIES:

POLYINFORM SINCE 1989 
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SUBCONTACT MAGNETOMETRIC DIAGNOSTIC SYSTEM

ü Sub-contact diagnosticsof steel tanks, pipelinesand stressedmetal constructionsof

varioustypes,

ü Does not require removal of the

insulating coating, insulating

materials, protective and

anticorrosive materials from the

surfaceof the inspectedobject,

ü Accuratelocalizationof defects,

ü Instrumentaldetectingof flaw,

ü Nodisruptionof operations
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KMD-03M TECHNOLOGY

ü The operation principle of the deviceis basedon the registeringof local changesin the

naturalmagnetizationof the structureresultingfrom variousdefects(Villarieffect),

ü Receiveddata is visualizedas the colorized magnetogramsshowing the location of

anomalies(flaws).

flaws

KMD-03M

Magnetic induction lines
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SUBCONTACT INSPECTION METHOD

ü Subcontactdiagnosticsispossiblefor the coatingthicknessup to 40mm,

ü Stoppingor changingthe operatingmodeisnot requiredςno productionlost,

ü Highspeed- up to 100m2 a dayper 1 crew,

ü Nopreparationneeded,

ü Detectsflaw in real time,

ü Reliabilityreaches95%.
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SUBCONTACT INSPECTION PROCEDURE

KMD-03M provides remote non-contact inspection of above ground, underground and

underwater steel pipelines of any type without any interruptions of the operation or any

preparations.

4. Map of the defects distribution on the surface of the tank, indicating the loss of metal. 

1. SubcontactInspection. 2. Data processing. 3. Contact tests.


